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EROSION AND SEDIMENT CONTROL
FOR WORKS WITHIN RIPARIAN
CORRIDOR SUBJECT TO
CONTROLLED ACTIVITY APPROVAL.

FOOTPRINT AND PROVIDE SEDIMEN
CONTROL FENCE AT TERMINATION
SWALE (TYP).

PROVIDE DIRTY WATER CUT-OFF SWALES
AT DOWNSTREAM SIDE OF DEVELOPMENT

T
POINT OF

INDICATIVE LOCATION OF
STOCKPILE. EXACT LOCATION TO
BE DETERMINED DURING
CONSTRUCTION IN CONSULTATION
WITH APPROPIATE COUNCIL OR
CERTIFIED REPRESENTATIVE.

TEMPORARY CONTRACTORS
VEHICULAR ACCESS POINT.
CONSTRUCT A STABILIZED
ACCESS IN ACCORDANCE
WITH DETAIL SD6-14 OF
THE BLUE BOOK, OR
ALTERNATIVELY PROVIDE
A SHAKEDOWN CATTLE
GRID AT THE ENTRANCE
POINT.
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PROVIDE CLEAN WATER
DIVERSION SWALES TO
DIVERT UPSTREAM
CATCHMENT AROUND
DEVELOPMENT FOOTPRINT.
MEANDER SWALE AREOUND
EXISTING TREES AS
REQUIRED.
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e Gl DENOTES SITE & SEBIMENT CONTROL FENCE.
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BENOTES PROPOSED STOCKPILE LOCATION

SEDIMENT & EROSION CONTROL NOTES

1. ALL WORK IS TO BE CARRIED OUT IN ACCORDANCE WITH RELEVANT ORDINANCES AND REGULATIONS;
NOTE IN PARTICULAR THE REQUIREMENTS OF LANBCOMS MANAGING URBAN STORMWATER, SOILS AND
CONSTRUCTION' (THE 'BLUE BOOK').

2. INSTALL SEDIMENT PROTECTION FILTERS ON ALL NEW AND EXISTING STORMWATER INLET PITS IN
ACCORBANCE WITH EITHER THE MESH AND GRAVEL INLET FILTER DETAIL SB6-11 OR THE GEOTEXTILE
INLET FILTER DETAIL SD6-12 OF THE ‘BLUE BOOK®

3. ESTABLISH ALL REQUIRED SEBIMENT FENCES IN ACCORBANCE WITH DETAIL SD6-8 OF THE 'BLUE
BOOK".

L INSTALL SEBIMENT FENCING AROUND INDIVIBUAL BUILBING ZONES/AREAS AS REQUIRED AND AS
BIRECTED BY THE SUPERINTENDENT.

5. ALL TRENCHES INCLUDING ALL SERVICE TRENCHES AND SWALE EXCAVATION SHALL BE SIBE-CAST TO
THE HIGH SIDE AND CLOSED AT THE END OF EACH BAYS WORK.

6. THE CONTRACTOR SHALL ENSURE THAT ALL VEGETATION (TREE, SHRUB & GROUND COVER) WHICH IS
TO BE RETAINED SHALL BE PROTECTED DURING THE DURATIGN OF CONSTRUCTION. REFER ARCHITECTS
PLANS FOR TREES TO BE KEPT

7. ALL VEGETATION TO BE REMOVED SHALL BE MULCHED ONSITE AND SPREAD/STOCKPILED AS
BIRECTED BY THE SUPERINTENDENT

8. STRIP TOPSOIL IN AREAS BESIGNATED FOR STRIPPING AND STOCKPILE FOR RE-USE AS REGQUIRED.
ANY SURPLUS MATERIAL SHALL BE REMOVED FRGOM SITE AND DISPGSED OF IN ACCORBANCE WITH EPA
GUIDELINES.

9. CONSTRUCT AND MAINTAIN ALL MATERIAL STOCKPILES IN ACCORDANCE WITH DETAIL SD4-10F THE
'BLUE BOOK' (INCLUDING CUT-OFF SWALES TO THE HIGH SIDE AND SEDIMENT FENCES TO THE LOW SIDE).
10. ENSURE STOCKPILES BO NOT EXCEED 2.0m HIGH. PROVIBE WIND AND RAIN EROSION PROTECTION AS
REQUIRED IN ACCORDANCE WITH THE 'BLUE BOOK".

11. PROVIDE WATER TRUCKS OR SPRINKLER BEVICES DURING CONSTRUCTION AS REQUIRED TO SUPPRESS
BUST.

12. ONCE CUT/FILL OPERATIONS HAVE BEEN FINALIZED ALL DISTURBED AREAS THAT ARE NOT BEING
WORKED ON SHALL BE RE-VEGETATED AS SOON AS IS PRACTICAL.

13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING A DETAILED WRITTEN RECORD OF ALL
ERGSION & SEBIMENT CONTROLS ON-SITE BURING THE CONSTRUCTION PERIOD. THIS RECORD SHALL BE
UPDATED ON A DAILY BASIS & SHALL CONTAIN DETAILS ON THE CONDITION OF CONTROLS AND ANY/
ALL MAINTENANCE, CLEANING & BREACHES. THIS RECORD SHALL BE KEPT ON-SITE AT ALL TIMES AND
SHALL BE MADE AVAILABLE FOR INSPECTION BY THE PRINCIPAL CERTIFYING AUTHORITY AND THE
SUPERINTENDENT BURING NORMAL WORKING HOURS

THE CONTRACTOR SHALL ENSURE COUNCIL ASSETS AND THE UTILITIES
ARE PROTECTED AT ALL TIMES. ANY AND ALL DAMAGES TO COUNCIL
ASSETS AND/OR UTILITIES SHALL BE REPAIRED BY THE CONTRACTOR
TO THE SPECIFICATION OF COUNCIL AND THE UTILITIES AUTHORITY AND
AT NO COST TO THE PRINCIPAL OR NORTHROP CONSULTING ENGINEERS

EROSION AND SEDIMENT CONTROL PLAN TO BE MODIFIED TO
SUIT STAGING OF WORKS AS REQURIED, DURING CC STAGE.
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