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12/58 High Street, Toowong, QLD 4066

Ph  (07)  3365 0400    Fax (07)  3365 0499

Email     brisbane@northrop.com.au           ABN 81 094 433 100

P.O. Box 238 Toowong, QLD, 4066
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PROPOSED CUTOFF
SWALES TO CONVEY
RUNOFF FROM
DEVELOPMENT FOOTPRINT
TO BIO­FILTRATION BASIN
INDICATED ON DRAWING
C02.DA.

LOW FLOW OUTLET TO
CONVEY IMPERVIOUS AREA
RUNOFF TO
BIO­FILTRATION BASIN.

Newcastle
Suite 4, 215 Pacific Hwy, Charlestown NSW 2290

Ph  (02)  4943 1777     Fax (02)  4943 1577
Email     newcastle@northrop.com.au           ABN 81 094 433 100

P.O. Box 180, Charlestown NSW 2290

FRY BROS FUNERALS FARLEY 
CREMATORIUM

NL181483
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CONCEPT CIVIL WORKS
PLAN ­ SHEET 2
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PROVIDE BIOFILTRATION BASIN/BERM WIHT MINIMUM
FILTER AREA OF 10M2, 400MM FILTER DEPTH AND
200MM EXTENDED DETENTION DEPTH. SUBSOIL LINES
TO DISCHARGE TO DOWNSTREAM LANDSCAPED AREA.
BASIN OVERFLOW TO SHEET OVER BANK OF BASIN
AND BE CONVEYED TO EXISTING DAM.   DETAILS TO
BE PROVIDED AT CC STAGE.

SWALE TO CONTINUE
BENEATH RAISED
BOARDWALK.
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MAX 1:20 LONGITUDINAL
GRADIENT BETWEEN
CHAPEL AND TEAROOM.
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FLUSH ON­GRADE ACCESS
AT ALL BUILDING ENTRIES,
FALLING AWAY FROM
BUILDING AT MAX 2.5%
(TYP).
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FUTURE CARPARKING

FUTURE CARPARKING
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4.40

TAIL OUT DOWNSTREAM
OF HEADWALL AND
PROVIDE SCOUR
PROTECTION (TYP).

SWALE TO CONTINUE
BENEATH RAISED
BOARDWALK.
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EX 
41.8

MAINTAIN EXISTING
LEVELS AROUND EXISTING
BUILDINGS, TENNIS COURT
ETC.

RUNOFF FROM TEAROOM
ROOF TO DISCHARGE ONTO
GROUND.

5kL RE­USE TANKS TO BE
PROVIDED FOR CHAPEL AND
CREMATORIUM. DOWNPIPES FROM
RESPECTIVE BUILDINGS TO BE
CONVEYED TO TANK. OVERFLOW
PIPE TO DISCHARGE TO GROUND
NEXT TO TANK. 
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PATH AROUND PERIMETER
TO GENERALLY MATCH
EXISTING LEVELS (TYP).

EX 
40.5

MAX 1:20 LONGITUDINAL
GRADIENT BETWEEN ROAD
AND TEAROOM.
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CUT IN ON HIGH SIDE OF
PROPOSED GAS TANKS TO
ENSURE FALL AWAY FROM
TANKS .
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FFL 41.0

MAX 1:20 LONGITUDINAL
GRADIENT BETWEEN
CARPARK AND LAKESIDE
CHAPEL. 
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0.5

PL4
0.9

PATH AROUND PERIMETER
TO GENERALLY MATCH
EXISTING LEVELS.
LOCALLY REGRADE TO TIE
INTO LAKESIDE CHAPEL
FFL.

RUNOFF FROM LAKESIDE
CHAPEL ROOF TO
DISCHARGE ONTO GROUND.

EX 
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PROPOSED CARPARKING
TO BE MAX 5% GRADIENT
(TYP).

DESIGN OF FUTURE
PARKING TO BE DETAILED
AT LATER STAGE.
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